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MAN-004006 

IMPORTANT NOTICE 
When reaming bone it is essential that a firm grip on the handle is maintained to minimize any risk 
that the reamer cuts eccentrically. 

 

Step 4 

Step 6 Step 5 

Open the two halves 

Remove the white sleeve 
Push and twist 

Push and twist 

 

  DISASSEMBLY  
 

OFFSET REAMER HANDLE: INSTRUCTIONS FOR ASSEMBLY AND DISASSEMBLY TO ALLOW 
CLEANING AND STERILIZATION 

 
The handle has been designed to be easily taken apart to allow proper and complete cleaning. The handle should be sterilized while 
disassembled. 
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Step 3 

Step 2 
Step 1 

Extract the interior part 

Step 8 

Step 7 

Clean all corners and 
recesses 

Clean all the pieces before 
placing on the tray for 
sterilization 

Sterilization 
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MAN-004006 

IMPORTANT NOTICE 
When reaming bone it is essential that a firm grip on the handle is maintained to minimize any risk 
that the reamer cuts eccentrically. 

 

  ASSEMBLY  
 

OFFSET REAMER HANDLE: INSTRUCTIONS FOR ASSEMBLY AND DISASSEMBLY TO ALLOW 
CLEANING AND STERILIZATION 

Each element of the instrument forms a unique set and in no instance should the parts of one be 
mixed with those from another reamer handle. 
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Step 1 

Select all of the sterilized pieces 

Step 5 

Introduce the interior 

Step 7 

Check correct assembly and the 
required handle orientation 

Step 6 Push and twist 

Step 2 

Step 4 

Step 3 Replace the white sleeve 

Push and twist the 
collar to lock the two 
halves together 

2. Place the other half on top 

1. Place the interior drive chain 
into one half 


